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PHOEN IX Dichtungstechnik GmbH
WWW.PDT-GROU P.COM

SAFETY

When handling our products, please 
comply with the instructions on our 
EC Safety Data Sheets and the safety 
warnings provided on our tube labels. 
Special attention should be paid to 
the requirements of the Ordinance on 
Hazardous Substances and the acci-
dent prevention regulations issued 
by the Employer’s Liability Insurance 
Association.

As of: August 2009

INSTALLATION OF SEGMENT GASKETS

	 INFORMATION

/	max. capacity: 11 l/min (2,91 US gallon/min)
/	pressure transmission: 32:1
/	capacity per stroke: 72 ccm (4,39 ca.In.)
/	max. air incoming pressure: 8 bar (116 psi)
/	max. outlet pressure of pump: 256 bar (3712 psi)

	 AIR COMBI PISTOL

/	Air consumption: 50-85 l/min (13,2-22,4 US gallon/min)
/	Material outlet speed: 0,7 m/s
/	reduction of solvent fog: 80%

Spraygun Type  
PHOENIX 11032 [RS] mobile

BASE SETTING FOR ADHESIVE G 3000

TIP No. 333 or 333 VZ

PUMP 
SUPPLY PRESSURE 5,0 bar (73 psi)

ATOMIZING 
AIR PRESSURE 5,0 bar (73 psi)

BASE SETTING FOR ADHESIVE G 3000  PLUS

TIP No. 423 VZ

PUMP 
SUPPLY PRESSURE 3,5-5,0 bar (51-73 psi)

ATOMIZING 
AIR PRESSURE 7,0 bar (102 psi)
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Technics
Eisenacher Landstrasse 70
D-99880 Waltershausen
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E-Mail:	 Matthias.Klug@pdt-group.de
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