
PRODUCT DATA SHEET

ADHESIVE TRACK SUPERSTRUCTURE

	 APPLICATION RANGE

/	For adhering PDT rubber products to 	
	 each other and to metal components
/	Processing temperature: +5°C to +35° C

PREPARATIONS

Ensure that the sealing surfaces are dry, clean, and free of dust and grease. 
Degrease the adhesion surfaces carefully with G 500. Remove any corrosive 
patches. Stir adhesive well before use.

PROCESSING

Apply the adhesive in a thin, even layer across the whole surface of both 
sides, using a brush or solvent-resistant paint roller. Wait for 5 to 15 minutes 
(evaporation period), then press the parts together. The correct evaporation 
period depends on the thickness of the applied coat and the absorbency of 
the surface. The parts coated with adhesive can be joined together when the 
adhesive layer is still somewhat sticky but no longer adheres to your finger on 
applying slight pressure.

SHELF AND PROCESSING LIFE

Store the well sealed containers at +5 °C to +25°C for no longer than 6 
months. Please heed the manufacturing date/use before date stated  
on the container label.

If the adhesive should get stiff in the cold, store the container in a warm room 
(approx. 20°C) briefly before use and stir the contents several times.

TECHNICAL DATA

BASIS synthetic rubber

COLOUR black

CONSISTENCY l iquid,  easily brushed

DENSITY approx.  820  kg/m2

VISCOSITY approx.  4,500  m Pa.s

SOLID MATTER approx.  53  %

CONSUMPTION 	
RATE DEPENDING 	
ON SURFACE

up to approx.  
500  g/m2

DELIVERY FORM

KG PER CONTAINER 4,5

PACKAGING UNIT 12 container per box
4 boxes per pallet

PHOEN IX Dichtungstechnik GmbH
WWW.PDT-GROU P.COM

Track superstructure adhesive G 2010

SAFETY

When handling our products, please 
comply with the instructions on our 
EC Safety Data Sheets and the safety 
warnings provided on our tube labels. 
Special attention should be paid to 
the requirements of the Ordinance on 
Hazardous Substances and the acci-
dent prevention regulations issued 
by the Employer’s Liability Insurance 
Association.
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