
PRODUCT DATA SHEET

TRACK SUPERSTRUCTURE THINNER

	 APPLICATION RANGE

/	Thinner for G 2010
/	Making up primers with G 2010
/	Degreasing adhesion surfaces
/	Cleaning tools and utensils
/	Minimum processing temperature: +5°C

PROCESSING

Add up to 10% for thinning  G 2010.

SHELF AND PROCESSING LIFE

Store the well sealed containers at +5 °C to +25°C for no longer than 24 
months. Please heed the manufacturing date/use before date stated on the 
container label.

Track superstructure - thinner G 500

COMPOSITION

Blend of organic substances.

PHOEN IX Dichtungstechnik GmbH
WWW.PDT-GROU P.COM

DELIVERY FORM

KG PER CONTAINER 4,0

PACKAGING UNIT 8 containers per box
8 boxes per pallet

Technics
Schellerdamm 18
D-21079 Hamburg
Tel.	 +49 (0)40 788 933 304
Fax	 +49 (0)40 788 933 305
E-Mail:	 Bernd.Pahl@pdt-group.de

SAFETY

When handling our products, please 
comply with the instructions on our 
EC Safety Data Sheets and the safety 
warnings provided on our tube labels. 
Special attention should be paid to 
the requirements of the Ordinance on 
Hazardous Substances and the acci-
dent prevention regulations issued 
by the Employer’s Liability Insurance 
Association.

Sales
Eisenacher Landstraße 70
D-99880 Waltershausen
Tel.	 +49 (0)3622 633 423
Fax	 +49 (0)3622 633 475
E-Mail:	 Peter.Nitt@pdt-group.de
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